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WARNING:
Wear Safety

Goggles

Straight Punch

No. Shank Type Length Weight
913 .401 6 1⁄2“ .30 lbs.
913-18 .401 18“ 1.00 lbs.
963 .498 7“ .55 lbs.
963-18 .498 18“ 1.60 lbs.

Vee Chisel/Spot Weld Breaker

No. Shank Type Length Weight
914 .401 6 1⁄4“ .30 lbs.

Piercing Punch

No. Shank Type Size Length Weight
916 .401 #6 5 1⁄2“ .30 lbs.
918 .401 #8 5 1⁄2“ .30 lbs.
920 .401 #10 5 1⁄2“ .30 lbs.

Flat Chisel Offset 30°

No. Shank Type Blade Length Weight
919 .401 5⁄8“ 10 1⁄2“ .55 lbs.

Angle Chisel

No. Shank Type Length Weight
922 .401 6 3⁄4“ .35 lbs.

Single Blade Cutter

No. Shank Type Length Weight
923 .401 5 3⁄4“ .30 lbs.

Pencil Point

No. Shank Type Length Weight
925 .401 6 1⁄2“ .30 lbs.
925-18 .401 18“ 1.00 lbs.

Muffler & Pipe Cutter

No. Shank Type Length Weight
930 .401 7 1⁄2“ .30 lbs.

Kwik Cutter

No. Shank Type Length Weight
932 .401 8 1⁄2“ .40 lbs.

Muffler Cutters

No. Shank Type Length Weight
933 (Inside) .401 8 1⁄4“ .40 lbs.
934 (Outside).401 8 1⁄4“ .40 lbs.

Moil Point

No. Shank Type Length Weight
940 .401 7“ .35 lbs.

Hammer — 1” Diam.

No. Shank Type Length Weight
945 .401 4 1⁄4“ .30 lbs.
945-7 .401 7“ .45 lbs.
945-9 .401 9“ .50 lbs.
967 .498 4 1⁄4“ .40 lbs.
Undercoat Scraper

No. Shank Type Length Weight
951 .401 6 1⁄2“ .35 lbs.

Nut Splitter

No. Shank Type Size Length Weight
1100 .401 5⁄16” 10“ .50 lbs.
1100-18 .401 5⁄16” 18“ 1.00 lbs.
1101 .401 3⁄8” 10“ .50 lbs.
1101-18 .401 3⁄8” 18“ 1.00 lbs.

Offset Bushing Splitter

No. Shank Type Length Weight
921 .401 8 3/8” .40 lbs.

.401 Turn Type .498 Turn Type

AUTOMOTIVE

Auto body repair

shops use them in

general body repair

or replacement. 

Auto Service Centers

use them on

mufflers, shocks and

front end repairs.

INDUSTRIAL

Motorcoach and R.V.

builders use zip guns

for sheet metal

cutting, windows and

doors. Maintenance

departments use

them for general

maintenance and

repair. Foundries use

them for chipping of

small castings.

CONSTRUCTION

Maintenance

departments doing

machinery repair use

zip gun tools.

Ajax Chisels and Punches should only be used on materials softer than the tools themselves.
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