Spares & Accessories

MOUNTED POINTS 3 MM @ SHANK - RED

N° MAX SPEED* A B PART
RPM IN. MM IN. MM NUMBER i
1 104000 019 5 019 5 38582 I
2 104000 019 5 031 8 38522 ' T
3 105000 016 4 016 4 38562
4 81,000 025 6 025 6 38542

MOUNTED POINTS 6 MM @ SHANK - RED

N°  MAX SPEED* A B
RPM IN. MM IN.

1 59,000 0.62 16 0.62

2 50,000 0.79 20 0.62

3 45,000 0.79 20 1.10

4 48,000 0.79 20 1.26

ACCESSORIES INCLUDED
WITH THE TOOL CP7500D

PART .
MM NUMBER
16 435983 i
16 435993 -
28 436003 J J J
32 436013

DESCRIPTION MAX SPEED PART
RPM NUMBER
2" Grinding wheel 60 Grit (5 PC) 20,000 894 016 2768
2" Grinding wheel 80 Grit (5 PC) 20,000 894 016 2769
2" Grinding wheel 120 Grit (5 PC) 20,000 894 016 2770
Spanner 894 016 2759
Nuts 894 016 2765
2" Cutting wheel (5pc) 20,000 894 016 4490
COLLET**
MODEL CAPACITY PART
NUMBER
CP875, CP876, CP9105Q-B,
CP9106Q-B, CP872, CP9107,
CP9108Q-B, CP9110Q-B, Smm 205048 4292
CP9111Q-B, CP9112Q-B,
CP9105Q-B, CP9106Q-B,
CP9107, CP9108Q-B, 14 205 048 4293
CP9110Q-B, CP9111Q-B, & i 139289
CP9112Q-B,
CP875, CP876, CP872
CP9105Q-B, CP9106Q-B,
CP9107, CP9108Q-B
; ’ 1/8" 205 051 6623
CP9110Q-B, CP9111Q-B, 14" 138727

CP9112Q-B
CP875, CP876, CP872, CP

860

REAR EXHAUST HOSE ASSEMBLY -

NOISE REDUCER

MODEL

CP9111Q-B, CP9112Q-B

4

ADAPTER
pE—

DESCRIPTION - (MODEL)

PART
NUMBER

205 051 6493

PART
NUMBER

Collet adapter Allows use of 1/8"

shank burrs - (For any 1/4" Collet

die grinder)

C123029

** COLLET GRINDER ACCESSORIES aluminum

Oxide Mounted Points are available in red grades. Red grades are suitable for grinding high
tensile materials such as ordinary and alloy steels, high speed steel and annealed malleable iron.

* Maximum permissible speed with 12.7 mm or 1/2" spindle overhang.



